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DIMMER | MATTER-230V-M2
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Disposal: at the end of its useful life, the product described in this data sheet is classified as waste from electronic equipment according to the 
European Directive 2012/19/EU (WEEE recast), implemented in Italy with Legislative Decree no. 49 of 14 March 2014, and cannot be disposed 
of as unsorted municipal solid waste. Important: Improper disposal of the product may cause serious harm to the environment and human 
health. For proper disposal, inquire about the collection and treatment methods provided by the local authorities.

Maintenance: The appliance is maintenance-free. 
Use a dry cloth to clean it. 
The use of solvents or other aggressive substances 
should be avoided at all costs. 

Datasheet

MATTER-230V-M2

• The device is not earthed
• Protection against accidental contact is provided by the enclosure
• Storage temperature: min: -40°C, max: 60°C
• Operating temperature: min: -20°C, max: 50°C
• Thermal cut-out: 150°C on uC
• Control inputs: Non-isolated pushbutton x1
• Protection class: IP20
• Use only in dry environments
• Max. Tc point: 70°C
• CTc is positioned on the terminal screw corresponding to the Tc indication (see Figure A)

• Do not connect inductive loads
• Do not connect to a UPS with an output other than Pure Sine Wave

IMPORTANT: all lamps controlled by a single dimmer must be of the same type. All loads 
being controlled must be specified as DIMMABLE by the manufacturer.

IMPORTANT: In its factory settings, 
the AI Edge dimmer is only 
compatible with mains-voltage LED 
strips or purely resistive loads. To use 
it with other loads, you must first set 
it to Trailing Edge mode using the 
DIP switches on the rear panel before 
switching it on.

DIMMER

150° 3 
anni

garanzia
MADE 
IN ITALY IP20

CODE VOLTAGE 
RANGE

MAX
POWER OUTPUTS INPUT LOAD TYPE PART NUMBER

MATTER-230V-M2 80÷230 V AC 230W 1 PUSH / MATTER monochrome L803MATIT1A01

LOAD TYPE MAXIMUM POWER

Incandescence - R 1A - 230W to 230V AC
1A - 110W to 110V AC

LINEAR LED - R
CON PFC >0,9 e THD <10%

1A - 230W a 230V AC (up to 20 lamps)
1A - 110W a 110V AC (up to 20 lamps)

LED STRIP TENSIONE
RETE - R

1A - 230W a 230V AC 
1A - 110W a 110V AC

LED SWITCHING - RC
CON PFC >0,9 e THD <10%

0.5A - 115W a 230V AC (up to 10 lamps)
0.5A - 55W a 110V AC (up to 10 lamps)

LED SWITCHING - RC
CON PFC <0.9 o THD >10%

Depends on the peak current of the load 
(e.g. 0.1 A per lamp, max. 5 lamps)

48x48x22,8 mm
weight: 35 gr

• Phase-cut dimmer with Push and MATTER inputs via Wi-Fi
• AI edge output (default for mains-voltage LED strips) or MOSFET trailing edge
• Power and output terminals: 0.05–3 mm² (30–12 AWG)
• Protection against: open circuit, voltage spikes, short circuit with internal 3A fuse
• UL-approved printed circuit board
• Input voltage range: 80–230 V AC 50/60 Hz
• Power output: 110 W at 110 V, 220 W at 220 V, 230 W at 230 V
• Maximum resistive load: 1 A. See table
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